
INSTRLJCTIONS FOR INSTALLING 
HEAVY DUTY LEVER LOCK 

® INSIDE ~OSE 

G» Ir~SIDE I.EVER 
@SCREW , 

#10-32UNFnl%'L 

TOOLS REQUIRED 
PUSH PIN (PROIIIOED) 
NO. 2 PHLLIPS SCREWDRIVER 
1!B-INCH DRILL BIT 
5/16' -INCH DRILL BIT 

THIS LOell IS fACTORY-PACKED fOR 1 ~nHICK ODORS. 

1. MARK DOOR 

",,,,,, Hol~ 

1'or 7/8" 
Hol~5M 

High edge 01 
bevel door 

Mark. height line on edge .tld foee 01 do.r. D@\och .tub 
of templale and ma,k cenlar of door.\hl~~neSll on helghlline. 
Void template .t p,oper mortting la, bav0\;;of doo'(nlgh or 10" 
bevel or flot). Position canla, line of template oriY~.igh! litl •. 
Hold in ploe. and mark cant.r , 
point for 21/0 "hole. And than tho 1 'or7/8"hole. 
Also morl' for oAs'hol •• for mounting scr." •. 

2. BORE HOLES 

5/16"Holes \ 

21/0" Hole .... 'b 

1/~" 
Notches 
Both -""--,rl! 
Sides 
()! Door o 

BOf@ ij 21h1°hol~ ond 
i!1oohol ••• Bore hole. f.om 
both side. of door 10 avoid splintering \'load, 

1"(lf 7/e" 
HOLE 

NOTE: W. recommend uslll9 .. 0 drill guide 10 
ensure stralghl holes •. B6r. a l'or7/s'hole slraight 
Into door edge 10 Inlersecl wllh cenler of 21Al" hoi •. 
Us. lalchfront faceplate 10 pattem for cutoul. 
fronl should III flush with door edge. Install latch 
wilh screws provided. 

(Wood door oppllootlonel 
For proper alignment of loci, chassis and lever, 
cut out nolches for onch.r plate lugs from both 
sldss of door on horizontal height lin •• 
Morlise fOf anchor plotGS on both side. 
of door(see templole). 

NOTE: Width of noleh®. should 
110\ ."csad 1f~ "for St1ug fit of onchors. 
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Push 

4. INSTALL OUTSIDE UNIT 

TUBE 

~".A)).O' ~.' 
FIG. 1 I-rI \) 
'/ 

OUTSIDE SECURING 
STUD HOLE 

Lock 
__ ~-,1::.:H •. uslng 

Q)LOCK BODY 

1. To remove Inside lever 0>. Insert push tool 
(provided) Into hole on lever to depress the 
leve, catch. Slide the Isver Irom the tube. 
Remove inside rose ® by slightly twlsllng 
counter-clockwise and pulling off. 

2. Unscrew two#10-32UNFld5!aL @ screw and 
remove r088 Insert ®. . 

The lock body must engage the lalch unit 
prongs as shown. The lock body relraclor 
musl engage Ihe lalch unil toil piece, 
Door musl be open when installing lockasl 
with guarded latch unit. 

NOTE: 
1. a. sure lalch unit loll pie.e Is cenlered 

aboul lock body ,.I,oclor. Adju.1 II If 
nBeanory by OUlslde plata. 

2. For lock with outside securing stud type, 
slid~ two oulside securing stud Into 
prspor.d hoi •• on door. 

Latch Prongs CAUTION: 

(Fig.1.) 
Engage Housing DO NOT ATTEMPT TO MOUNT LOCK UNIT 

WITH DOOR CLOSED. 

5. ASSEMBLE INSIDE TRIM 

@INSIDE LEVER 

® ROSE INSERT 

\ 

@SCREW 
ljl0-32UNF" 1%"L 

.' 
i l 

NOTE: 
USE WHITE LONGER SCREWS FOR DOOR 
THICKER THAN 1-5/8". 

,f" 

1, Position the screw holes ver:tlcally with 
winder notch 01 Inside diameter In line 
with levor cotch. Then .lide onto tube 
and align rose screw holes withUl0-
32UNFx Wo'L sorew@, (Sse note) 

2. Place inSide ro •• ® onto inside ro •• insert @ 
aligning !wo lone.. with r.c..... in ros. Ins.r!@ 
and turn 010cltwl8e !o loclt as firmly os possible 

3, Slide inside level'@ onto tube, Molts certain 
lev.r calch on tube i •• ngaged with lever, 
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r-~"'~"~~~~-~~~~ ... . 
6. !NSTALL STRIKE 

({DSTRIKE 0 
\ /~ 

When strike bon Is. not used, recess In door Jamp 
must b. deep enough to allow latch bolt to •• tend I. 
Its full free length. . 

7. ADJUST FOR DOOR THICKNESS 
Disassemble the outside Lever (119.2 or fig.3) and toke off the 
outside Ros. assembly. . 
Adjust the door thickness by turnnlng the oul side plate ® 
wilh hondo 

APPROXIMATELY H/2 TURNS BACKWARD 
--<=j r F. ROM MAXIMUM TURN STOPPING POINT 

I FOR 1-3/8" THICK DOOR. 

/ 
@ OUTSIDE PLATE 

\ 
CD LOCK BODY 

8. REMOVE OUTSIDE LEVER 

<DI(EY TURN (FIG.2) 
I(eyed lock.: " ;:1 
In.ort IleY inlo cyllnde, and using pointed end 01 'ponne, 
"ronch. or similor 1001, ploCG inlo hoi. in lev0'. 
Turn key 0PP,oHlmatelyv. lurn while ."erting p,essure on 
w,e"ch until lever catch depresse.. Pull off I.ve, end driver. 

Strike 

Deadlocking plunger on 
latchbolt stope against 
strike. preventing forcing 
'When door Is closed. 

ADJUST TO J/8" 

1 OF DOOR 
~I r FOR 1-3/4" THICKNESS 

®LEVER PULL 

t::::::> 

(FIG,3) 
Non-I,.yed loci,.: 
Place pointed end of spooner wrench, or similar tool, 
into hole in levor. Push in to depress lever coteh and 
remOVG levay and drivi:w. 
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9. CYLlNDH< REMOVAL AND REASSEMBLY 

Ins.rt must be imllall.cl so that 1011@' 
ongogo. drive,. . . 

10. INTERCHANGEABLE CORE 
HOW TO REMOVE CORE 

Insar.t conlrol It.y and tum 15 degrees 
10 Ih. right until aclion stops. 
Pull on Itey to oairacl cor •. 

1111 ) 

llif 

~CYlinda, When re-Iteying or Installing lock, b. sur. 
10 engage the p!astlc lever locking In •• rt. 

HOW TO REPLACE CORE 

With conlrol key fully ins.rtod, push cor. 
into lever os lor as il will go. , 
Turn conlrol key to the right and push 
cor. complelely Inlo leve,. 
Retum cont,ol key to vertical ond ,.movo 8 from cor •. 

11. CORE AND TAILPIECE APPLICATION 12. DISASSEMBLE INTERCHANGEABLE LEVER 

see 

\ 

SPIN TAIL PIECE 7PIN TAIL PIECE 

NOTE: 
For lunetion only us. toil piece. 
7pin Toil piece "lor 7pin core, 6pin T(li1 piece "{or 6pin COfe. 

LEVER CATCH 

OUTSlpE LEVER 

LEVER PULL 

Th. oulsld. Lev.,. con b. dlsas.embled by (;ulling 
the outside Leve,' with pushing Ih. Leve, catch ily 
driver through the hole on the outside Lever. 
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