INSTALLATION INSTRUCTION FOR

PANIC EXIT DEVICE

BEFORE INSTALLING DEVICE, PLEASE CHECK:

. IF DOOR FITTED AND HUNG.
2. SIzE OF ExT DEVICE, FUNCTION AND DESIGN...
2.1. 36"DOORS, CAN BE CUT TO FIT DOORS DOWN TO 30”WIDE.
2.2. 48"DOORS, CAN BE CUT TO FIT DOORS DOWN TO 36”WIDE.
2.3. HAND OF DEVICE AGAINST APPLICATION.
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1. TYPE OF INSTALLATION

INSTALL LEVER, OIR KNOB,
OR PULL TRIM

LEVER TRIM

2.3

ATTACH QUTSIDE PULL TRIM
IF USED.

IF W/0 TR, ATTACH CHASIS
WITH (4) #10 WOOD OR CHASIS
HACHINE SCREW,

KNOB TRIM \.\
MOUNTING
BRACKET  MOUNTING
SCREWS
AT12:00

POSITION

CHASIS MOUNTING SCREWS

DOUBLE DOOR DOUBLE DOOR WITH
SINGLE DOOR WTH HULLION HO HULLION
/ ;| L /
DOOR { /1\ / [ odor \1 {
- J 4 Lo ] "L;} //
/————L_. /—L._.
2-3/8" 2-3/8" 2-3/8"
2.APPLY HARDWARE _
2.1 DRILL HOLES C: FOLD HERE FROM JAMB

MARK DOOR FACE AND DRILL
HOLES IN ACCORDANCE WITH
THE DIAMETERS SUGGESTED.
SEE ATTACHED TEMPLATE
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3. APPLY RAIL ASSEMBLE

1. CHECK THE SIZE OF DEVICE, IF CUTTING TO LENGTH
IS_REQUIRED. ,

2. DETERTMINE CUT OFF LENGTH " X" BY SUBTRACTING 1 3/4
FROM "Y". MARK _CUT OFF POINT ON MOUNTING RAIL.

3. DEPRESS ARM INTO RAIL OPENING AND SLIDE RAIL ONTO
CHASIS. LEVEL RAIL AND FASTEN CHASIS AND MOUNTING

PLATE CUT OFF AND DEBURR

FOR DOOR W/STILE
CUT OFF MUST LEAVE
1/2" MIN OVERLAP
MTH RALL

VERTICAL
CHASIS

DONT CUT CLOSER THAN
1 3/4° FROM LOWER PIUOT.

TIGHT AGAINST RAIL
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ATTACH TO CHASIS WTTH (2) MOUNTING PLATE SCREWS
#6~32 3/8” PHILIF TRUSS
HEAD MACHINE

ATTACH MOUNTING PLATE TO
DOOR WITH (3] ROUND HEAD
SCREWS.

T.INSERT THE CYLINDER THROUGH CYL
RING THE HOLE ON THE DOOR.
2.KEEP THE TAIL PIECE HORIZONTAL.
3.MOUNT LINER ON INSIDE OF DOOR AND
4. TAILPIECE PROJECTION OVER INSIDE OF
DOOR IS SUGGESTED IN THE RANGE
9/32"~15/32". |F NECESSARY, USEA
PLIER TO BEND AND CUT TO DESIRED

2.2 INSTALL CYLINDER
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4. APPLY COVER AND STRIKES
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Ai COVER TO CHASIS WITH  ATTACH END CAP TO MOUNTING
M] a TRUSS HEAD MACHNE PLATE WITH (2) COVER SCREWS.

ATTAGH STRIKE T DOOR STOP

WITH {2), STRIKE SCREW AND LOCK
WASHER




